DEPARTMENT OF THE ARMY
Omaha District, Corps of Engineers
106 South 15th Street
Omaha, Nebraska 68102-1618

:NOTICE: Failure to acknowledge : Solicitation No. DACA45 02 B 0011
:all amendments may cause rejec-

:tion of the bid. See FAR : Date of Issue: 21 OCT 2002
:52.214-3 of Section 00100 : New Date of Opening: 10 DEC 2002

Amendment No. 0001
25 November 2002

SUBJECT: Amendment No. 0001 to Specifications and Drawings for Construction of
FY 03 DINING FACILITY, PN 054511, FORT CARSON, COLORADO.
Solicitation No. DACA45 02 B 0011.
TO: Prospective Bidders and Others Concerned
1. The specifications and drawings for subject project are hereby modified
as follows (revise all specification indices, attachment 1lists, and drawing

indices accordingly) .

a. Specifications. (Descriptive Changes.)

(1) Page 00010-1, delete date and time of bid opening shown and
substitute "10 DEC 2002" at "1300".

(2) Section 07416, Page 8, paragraph 1.5, under SD-04 Samples,
delete submittal item and description for “Subpulins”.

(3) Section 07416, Page 9, paragraph 1.5, under SD-06 Test
Reports, line 2 from top of page, delete “/subpurlins”; Also, under SD-07
Certificates, item a. for submittal item “Structural Standing Seam Metal Roof
System”, line 3, delete “subpurlins,”.

(4) Section 07416, Page 12, paragraph 2.4.1, line 2 and 3, delete
“gage and yield strength of the structural purlins or subpurlins”.

(5) Section 07416, Page 13, delete paragraph 2.5 in its entirety.

(6) Section 07416, Page 16, delete paragraph 3.1.2 in its
entirety.

(7) Section 15400, Page 21, paragraph 2.6.2, lines 5 and 6 delete

“Grate shall be easily lifted out for cleaning.”

b. Specifications (New and/or Revised and Reissued). Delete and
substitute or add specification pages as noted below. The substituted pages are
revised and reissued with this amendment.

Pages Deleted Pages Substituted or Added

- Section 10440, Pages 1 thru 6
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C. Drawings (Not Reissued). The following drawings are revised as
indicated below with latest revision date of 25 November 2002. These drawings
are not reissued with this amendment. The drawings for this project are broken
into three (3) volumes: Volume 1A (Site Work and Utilities, Dwg. Code F722-10-
03) and Volumes 1 and 2 (Building, Dwg. Code F722-10-04).

(1) Volume 1A, Site Work and Utilities, Dwg. F722-10-03.

(a) Cover Sheet, delete “ENLISTED BARRACKS DINING FACILITY”
and substitute “FY 03 DINING FACILITY”; Also, below
“WOLUME 1A”, insert: “CIVIL, LANDSCAPE, GEOTECH,
ENVIRONMENTAL AND SITE ELECTRICAL”.

(b) Sheet D2.01, Index, add the following note the sheet:

“GENERAL NOTE:
FOR BUILDING PORTION OF PROJECT, SEE DWG. F722-10-04, VOLUMES 1 AND 2.”

(2) Volumes 1 and 2, Building, Dwg. F722-10-04.

(a) All sheets, delete note reading “100% SUMBITTAL (RTA)”
and from Title Blocks, delete Contract No. shown.

(b) Volume 1 of 2 Cover Sheet, delete note reading “CIVIL,
LANDSCAPE, GEOTECH, ENVIRONMENTAL AND SITE ELECTRICAL,”;
Also delete note reading “27 JUNE 2002” and substitute
“ADVERTISEMENT

OCTOBER 2002”.

(c) Sheet G02 (Volumes 1 and 2), delete sheet numbers and
titles listed for Civil, Landscape, Geotech,
Environmental and Site Electrical, and substitute the
following note under each heading: “SEE VOLUME 1A (Site
Work and Utilities), DWG. F722-10-03".

(d) Volume 1, Sheet Al1102, revise floor finishes for Rooms
008, 013, 019 and 059 to agree with floor finish
indicated on Sheet A801, Room Finish Schedule. All rooms
listed should be sealed concrete (008, 013, 019, 059).

(e) Volume 2 of 2 Cover Sheet, delete “27 JUNE 2002” and
substitute “ADVERTISEMENT
OCTOBER 2002”.

(f) Volume 2 of 2, Sheet P501, Fixture P-20 FLOOR DRAIN, add
“F. GRATES SHALL BE SECURED WITH VANDALPROOF SCREWS.”;
Fixture P-21 FLOOR DRAIN, add “G. GRATES SHALL BE
SECURED WITH VANDALPROOF SCREWS.”; and Fixture P-22
FLOOR SINK, add ™“I. GRATES SHALL BE SECURED WITH
VANDALPROOF SCREWS.”

d. Drawings (Reissued). The following drawing is revised with latest
revision date of 25 November 2002, and reissued with this amendment.

(1) Volume 1 (Building), Dwg. F722-10-04, Sheet A302.
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e. Drawings (New) . The following new drawing dated 25 November 2002
is hereby added to the contract drawings and is issued with this amendment.

(1) Volume 1 (Building), Dwg. F722-10-04, Sheet SDO1.

f. Revisions to Drawing Issued with Amendment.

(1) Sheet A302 referenced above, Revisions Dblock, indicate
Revision “1”, “General Revisions by Amendment No. 0001” and dated “25 Nov
2002"7.

(2) Sheet SD01 referenced above, Revisions Dblock, indicate
Revision “1”, “New Drawing added by Amendment No. 0001” and dated “25 Nov
2002".

2. This amendment is a part of the bidding papers and its receipt shall be
acknowledged on the Standard Form 1442. All other conditions and requirements
of the specifications remain unchanged. If the bids have been mailed prior to
receiving this amendment, you will notify the office where bids are opened, in
the specified manner, immediately of its receipt and of any changes in your bid
occasioned thereby.

a. Hand-Carried Bids shall be delivered to the U.S. Army Corps of
Engineers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mailed Bids shall be addressed as noted in Item 8 on Page 00010-1
of Standard Form 1442.

3. Bids will be received until 1:00 p.m., local time at place of bid
opening, 10 DEC 2002.

Attachments:

Spec Pages listed in 1.b. above
Dwgs. listed in 1.d. and l.e. above

U.S. Army Engineer District, Omaha
Corps of Engineers

106 South 15th Street

Omaha, Nebraska 68102-1618

25 November 2002
DRL/4547
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FY 03 Dining Facility, Fort Carson, Col orado FCo4

SECTI ON 10440

| NTERI OR SI GNAGE
06/ 01

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

ALUM NUM ASSOCI ATI ON ( AA)

AA PK-1 (1999) Registration Record of Al um num
Associ ati on Al l oy Designations and
Chemical Conposition Limts for Al um num
Al'loys in the Formof Castings and | ngot

AVERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)
ANSI 797.1 (1984; R 1994) Safety Perfornmance
Speci fications and Methods of Test for
Safety A azing Materials Used in Buildings
ASTM | NTERNATI ONAL ( ASTM

ASTM B 209M (2000) Al umi num and Al um num Al | oy Sheet
and Plate (Metric)

ASTM B 221M (2000) Al unmi num and Al unmi num Al | oy
Extruded Bars, Rods, Wre, Profiles, and
Tubes (Metric)

AMERI CAN VELDI NG SOCI ETY ( AVWB)

AWS D1. 2 (1997) Structural Welding Code - Al uni numr
1.2 SUBM TTALS
Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD- 02 Shop Drawi ngs
Detail Drawi ngs; GRE
Drawi ngs show ng el evati ons of each type of sign, dinensions,
details and nethods of mounting or anchoring, shape and thickness

of materials, and details of construction. A schedule show ng the
| ocation, each sign type, and nessage shall be incl uded.

SECTI ON 10440 Page 2
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FY 03 Dining Facility, Fort Carson, Col orado FCo4

1

SD- 03 Product Data
Installation; GRE

Manufacturer's descriptive data, catal ogs cuts, installation and
cl eani ng instructions.

SD- 04 Sanpl es
Interior Signage; G RE

One sanpl e of each of the follow ng sign types show ng typica
quality and workmanshi p. The sanples nay be installed in the
wor k, provided each sanmple is identified and | ocation recorded.

a. Door identification sign

Two sanpl es of manufacturer's standard col or chips for each
material requiring color selection

SD- 10 Operation and Mai ntenance Data

Approved Manufacturer's Instructions
Protection and C eaning

Si x copies of operating instructions outlining the step-by-step
procedures required for system operation shall be provided. The
instructions shall include sinplified diagrans for the system as
installed. Six copies of naintenance instructions listing routine
procedures, repairs, and guides shall be provided. The
instructions shall include the nmanufacturer's nanme, nodel nunber,
service manual, parts list, and brief description of all equipnent
and their basic operating features. Each set shall be permanently
bound and shall have a hard cover. The follow ng identification
shall be inscribed on the covers: the words "OPERATI NG AND
MAI NTENANCE | NSTRUCTI ONS", nane and | ocation of the facility, name
of the Contractor, and contract numnber.

3 GENERAL

Interior signage shall be of the design, detail, sizes, types, and nessage
content shown on the draw ngs, shall conformto the requirements specified,
and shall be provided at the locations indicated. Signs shall be conplete
with lettering, fram ng as detailed, and rel ated components for a conplete
installation. Recyclable materials shall conformto EPA requirenents in
accordance with Section 01670 RECYCLED / RECOVERED NMATERI ALS

. 3.1 Character Proportions and Hei ghts

Letters and numbers on indicated signs in handi capped-accessi bl e buil di ngs,
whi ch do not designate permanent roons or spaces, shall have a

wi dt h-to-height ratio between 3:5 and 1:1 and a stroke-wi dt h-to-hei ght
rati o between 1:5 and 1:10. Characters and nunbers on indicated signs
shal | be sized according to the view ng distance fromwhich they are to be
read. The mnimum hei ght is measured using an upper case letter "X'.

Lower case characters are pernmitted. Suspended or projected overhead signs
shal | have a mninum character height of 75 mm.

SECTI ON 10440 Page 3
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FY 03 Dining Facility, Fort Carson, Col orado FCo4

1.3.2 Rai sed and Brailled Characters and Pictorial Symbol Signs (Pictograns)

Letters and numbers on indicated signs which designate permanent roons and
spaces in handi capped- accessi bl e buildings shall be raised 0.8 mm upper
case, sans serif or sinple serif type and shall be acconpanied with G ade 2
Braille. Raised characters shall be at |least 16 nm in height, but no

hi gher than 50 nm . Pictograns shall be acconpani ed by the equival ent
verbal description placed directly bel ow the pictogram The border

di mensi on of the pictogramshall be 152 nm mninumin height. Indicated
accessible facilities shall use the international synbol of accessibility.

1.4 QUALI FI CATI ONS

Si gns, plaques, and dinensional letters shall be the standard product of a
manuf acturer regularly engaged in the manufacture of such products and
shal | essentially duplicate signs that have been in satisfactory use at

| east 2 years prior to bid opening.

1.5 DELI VERY AND STORAGE

Materials shall be delivered to the jobsite in manufacturer's origina
packaging and stored in a clean, dry area in accordance with manufacturer's
i nstructions.

PART 2 PRODUCTS
2.1 ROCOM | DENTI FI CATI OV DI RECTI ONAL Sl GNAGE SYSTEM

Signs shall be fabricated of Type ES/ MP | aminated thernosetting plastic
suitable for engraving or acrylic plastic conform ng to ANSI Z97.1

2.1.1 St andard Room Si gns

Signs shall consist of gloss finish acrylic plastic . Units shall be
franeless . Corners of signs shall be squared .

2.1.2 Changeabl e Message Strip Signs

Changeabl e nmessage strip signs shall consist of cast acrylic face with
nessage slots and associ ated end caps, as detailed, for insertion of
changeabl e nessage strips. Size of signs shall be as shown on the
drawi ngs. Individual nessage strips to pernmt renoval, change, and
reinsertion shall be provided as detailed. Corners of signs shall be
squared .2.1.2.1 Paper Inserts

Paper inserts shall be conposed of col ored paper of sufficient weight and
conposition to support a laser printing process. Paper color shall match
per manent typography color. Typography color for inserts shall be bl ack.
Paper shall be diecut or perforated to nmatch hol der size. Letter size
shall be as shown on the drawings and initial typography content shall be
provided as indicated in the signage schedul e.

2.1.3 Type of Munting For Signs

Extruded al um num brackets, nounted as shown, shall be furnished for

hangi ng, projecting, and doubl e-sided signs. Munting for franed, hanging,
and projecting signs shall be by nechanical fasteners. Surface nmounted
signs shall be provided with 1.6 mm thick vinyl foamtape or countersunk
nounting holes in plaques and nounting screws . Sign inserts shall be

SECTI ON 10440 Page 4
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FY 03 Dining Facility, Fort Carson, Col orado FCo4

provided with 1.6 mm thick foamtape.
2.1. 4 Graphi cs

Si gnage graphics for nodul ar identification/directional signs shall conform
to the foll ow ng:

Acrylic letters 3 mm thick and chemically welded to 3.2 mm thick
acrylic backup sheet. Al graphics and typography for signage listed
as permanent shall be fabricated as subsurface.

Copy of signage type A2 changeabl e paper inserts shall be |aser
printed. Note that personnel nanes as shown on the draw ngs are
fictitious. Actual nanes for these nessage strips shall be obtained
fromthe user. Initial copy shall be provided by the contractor and
shal | be reproducible using the manufacturer's software package.
Contractor shall supply one conplete signage manufacturer's software
package in user selected format (Macintosh, |IBM PC, or |BM Conpatible
PC type conputer) enabling end user to produce replacenment graphics on
i nsert paper using user's laser printer

2.2 ALUM NUM ALLOY PRODUCTS

Al um num extrusions shall be at least 3 mm thick, and alunmi num plate or
sheet shall be at least 1.3 mm thick. Extrusions shall conformto ASTM B
221M; plate and sheet shall conformto ASTM B 209M . \Were anodic
coatings are specified, alloy shall conformto AA PK-1 all oy designation
514.0. Exposed anodi zed al umi num fini shes shall be as shown. Welding for
al um num products shall conformto AWS D1. 2.

2.3 FABRI CATI ON AND MANUFACTURE

2.3.1 Factory Wor kmanship
Hol es for bolts and screws shall be drilled or punched. Drilling and
punchi ng shall produce clean, true lines and surfaces. Exposed surfaces of
wor k shall have a snoboth finish and exposed riveting shall be flush.
Fast eni ngs shall be conceal ed where practicabl e.

2.3.2 Dissimlar Mterials

Where dissinilar nmetals are in contact, the surfaces will be protected to
prevent gal vanic or corrosive action.

2.4 COLOR, FINISH, AND CONTRAST

Colors shall be as specified below. In buildings required to be
handi capped- accessi bl e, the characters and background of signs shall be
eggshell, matte, or other non-glare finish. Characters and synbols shal

contrast with their background - either light characters on a dark
background or dark characters on a |ight background.

Background col or shall be dark green nmatching P-6, Pittsburgh
Pai nts, Dark Green Velvet 503-7.

Letter color shall be white.

PART 3 EXECUTI ON

SECTI ON 10440 Page 5
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FY 03 Dining Facility, Fort Carson, Col orado FCo4

3.

1 | NSTALLATI ON

Signs shall be installed in accordance with approved manufacturer's
instructions at |ocations shown on the detail draw ngs.Signs shall be
installed plunb and true at nounting hei ghts indicated, and by nethod shown
or specified. Required blocking shall be installed as detailed. Signs
whi ch desi gnate pernmanent roons and spaces in handi capped-accessi bl e
bui l di ngs shall be installed on the wall adjacent to the latch side of the
door. Where there is no wall space to the latch side of the door

i ncluding at doubl e | eaf doors, signs shall be placed on the nearest

adj acent wall. Munting location for such signage shall be so that a
person may approach within 75 mm of signage w thout encountering
protrudi ng objects or standing within the swing of a door. Signs on doors
or other surfaces shall not be installed until finishes on such surfaces
have been installed. Signs installed on glass surfaces shall be installed
wi th mat chi ng bl ank back-up plates in accordance with manufacturer's

i nstructions.

11 Anchor age

Anchor age shall be in accordance with approved manufacturer's instructions.
Anchor age not otherw se specified or shown shall include slotted inserts,
expansi on shi el ds, and powder-driven fasteners when approved for concrete;
toggle bolts and through bolts for masonry; machine carriage bolts for
steel; lag bolts and screws for wood. Exposed anchor and fastener
materials shall be conpatible with metal to which applied and shall have
mat ching col or and finish. Were recomended by signage manufacturer, foam
tape pads may be used for anchorage. Foamtape pads shall be mnimm2 mn
thick closed cell vinyl foamw th adhesi ve backi ng. Adhesive shall be
transparent, |long aging, high tech formulation on two sides of the vinyl
foam Adhesive surfaces shall be protected with a 0.13 mm green fl atstock
treated with silicone. Foam pads shall be sized for the signhage as per

si gnage manufacturer's recomendations. Signs nounted to painted gypsum
board surfaces shall be renpvabl e for painting nmaintenance. Signs nounted
to lay-in ceiling grids shall be nounted with clip connections to ceiling

t ees.

1.2 Protecti on and d eani ng

The work shall be protected agai nst danage during construction. Hardware
and el ectrical equi prment shall be adjusted for proper operation. dd ass,
franes, and other sign surfaces shall be cleaned in accordance with the
manuf acturer's approved instructions.

-- End of Section --
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